GENERAL CHEMICAL CORP.

MATERIAL SAFETY DATA SHEET

SECTION I

PRODUCT NAME OR NUMBER: ALUMTER 2680       (ALUMINUM CLEANER / ETCHANT)

MANUFACTURER'S NAME

Only in the Event of Chemical Emergency, 
General Chemical Corporation

Spill, Leak, Fire, Exposure, or Accident Call
ADDRESS (Number, Street, City, State and Zip Code)

(248) 587-5600 General Chemical Corp.
12336 Emerson dr  

(800) 424-9300 Chemtrec - Day or Night
Brighton, MI 48116

(703) 527-3887 Call collect from outside U.S.A.

HAZARDOUS MATERIALS DESCRIPTION, PROPER SHIPPING NAME, HAZARD CLASS, HAZARD ID NO. (49 CFR 172.101):
Corrosive Liquid, Acidic, Inorganic, NOS (Sulfuric Acid and Nitric Acid), 8, UN 3264, II, RQ

ADDITIONAL HAZARD CLASSES (as applicable): 

CHEMICAL FAMILY: Acid
FORMULA: Acid based cleaner / etchant

SECTION II - INGREDIENTS

CHEMICAL NAMES
C.A.S. NO.
  %W

 Sulfuric Acid                                                                                                                                    7601-30-1                                     <30

 Nitric Acid                                                                                                                                        7697-37-2                                      <2

 Phosphoric Acid
7664-38-2 
  <40

 Water and Proprietary**
7732-18-5
Balance

** Ingredients are not regulated and non -hazardous

SECTION III - PHYSICAL DATA

BOILING POINT ((F) ((C)                  >  212(F
    SPECIFIC GRAVITY (H20 = 1): 
1.418

SOLUBILITY IN WATER:
                       100%

VAPOR PRESSURE: 
(mm Hg)
N/A
PERCENT VOLATILE BY VOL. (%)           >70% PERCENT SOLID BY WEIGHT 
  <65%  

VAPOR DENSITY (AIR = 1)
N/A
EVAPORATION RATE:             N/A
pH                                                                  < 1

APPEARANCE AND ODOR
IS MATERIAL: (LIQUID)  SOLID
Clear liquid, acid odor.
           GAS   PASTE   POWDER

SECTION IV - FIRE AND EXPLOSION HAZARD DATA

FLASH POINT (Method Used):  N/A
FLAMMABLE LIMITS
 LEL
   UEL


None
N/A
 N/A

EXTINGUISHING MEDIA:  Water preferred, CO2, and Dry Chemical.  

SPECIAL FIRE FIGHTING PROCEDURES: Firefighters should be equipped with self-contained breathing apparatus and protective clothing.

UNUSUAL FIRE AND EXPLOSION HAZARDS: Extinguish all nearby sources of ignition since flammable hydrogen gas will be liberated from contact with some metals.

SECTION V - HEALTH HAZARD DATA –FIRST AID MEASURES  

	EFFECTS OF OVEREXPOSURE (Conditions to Avoid): Burns of eyes and skin cause by direct contact.  Skin irritation, chronic effects – dermatitis.
	OSHA (PEL):  1 mg/m3 (TWA)                       ACGIH (TLV): 1 mg/m3 (TWA), 3 mg/m3 (STEL)

	PRIMARY ROUTES OF ENTRY:  Inhalation [x ]    Skin Contact [x ]     Eyes [X]    Ingestion [X]

	EFFECTS OF EXPOSURE:                                                                                                                                                                INHALATION: This product may cause moderate to severe burns to the respiratory tract, coughing and chest discomfort.                                     SKIN CONTACT: This product may cause burns to the skin, dermatitis, inflammation, pain and ulceration’s of the skin.                                    EYES: This product may cause moderate to severe burns, redness, pain and corneal damage. Damage may be irreversible.                         INGESTION: This product may cause burns of the mouth, throat and digestive tract, vomiting and nausea.

FIRST AID MEASURES:                                                                                                                                                                                      EYES: Immediately flush eyes with large amounts of water for 15 minutes. Hold eyelids open to insure complete irrigation.        

SKIN CONTACT: Wash thoroughly with soap and water. Remove contaminated clothing and wash before reuse.                                     INHALATION: Remove to fresh air. If breathing is difficult, give oxygen.                                                                                                  INGESTION: Drink large quantities of water or milk. Do not induce vomiting. Never give anything by mouth to an unconscious person. 

	IN ALL ABOVE CASES, GET IMMEDIATE MEDICAL ATTENTION!


SECTION VI - REACTIVITY DATA  (ALUMTER 2680)

STABILITY
UNSTABLE

CONDITIONS TO AVOID: Excessive heat, will increase vapor  


STABLE
X
concentrations.


INCOMPATIBILITY (Materials to Avoid): Alkalis, oxidizing or reducing agents, cyanides, sulfides, or combustible materials. Also avoid concrete and metals.

HAZARDOUS DECOMPOSITION PRODUCTS: When burned, may release oxides of nitrogen, sulfur and phosphorous. 

HAZARDOUS
MAY OCCUR

CONDITIONS TO AVOID: Avoid strong alkalis.

POLYMERIZATION
MAY NOT OCCUR
X



SECTION VII - SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED: Wear acid-resistant slicker suit and complete protective equipment including rubber gloves, rubber boots, and a self-contained breathing apparatus. No skin area must be exposed to fumes. For small spills, mop or wipe up and dispose of in DOT-Approved waste containers. For large spills, contain by diking with soil or other non-combustible absorbent material and carefully neutralize with lime. Avoid contamination of sewers and waterways.

WASTE DISPOSAL METHOD: Comply with all applicable Governmental Regulations on spill reporting, and handling of disposal waste. Treat and discharge in accordance with local, state, and federal regulations.

SECTION VIII - SPECIAL PROTECTION INFORMATION

RESPIRATORY PROTECTION (Specify Type): Use NIOSH approved half mask with acid vapor cartridges when handling this product.

VENTILATION
LOCAL EXHAUST: Provide adequate ventilation. 
SPECIAL: 


MECHANICAL: If necessary to keep fumes below the PEL.
OTHER: 

PROTECTIVE GLOVES: Rubber or Acid Resistant
EYE PROTECTION: Chemical Worker's Goggles, Eye Wash

SECTION IX - SPECIAL PRECAUTIONS 

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE: Avoid contact with eyes, skin and clothing. Wash thoroughly after handling. Store in cool ventilated area, out of direct sun. Segregate from alkalis, and strong oxidants. Do not consume food, drink, or tobacco to avoid contamination. Prohibit smoking, flames, and sparks near Acid storage areas. 

OTHER PRECAUTIONS: Transfer content of leaking containers into another plastic type drum. Dispose of empty drums in accordance to regulations required. Store inside, keep container closed, when not in use. Do not freeze. Do not cut, weld, grind, or drill on or near this container. Addition of water releases heat, which may result in boiling, or spattering. Always and slowly and in small amounts. Never use hot water. Always add acid to water, never water to acid. 

PLEASE COMPLETE QUESTIONNAIRE
Name (Print):
Gregory Work
AND RETURN TO:
Signature: 

Title: 
Technical Support

Date Issued: 
09-APR-2001
Supersedes:  None
Information presented herein has been complied to be dependable and is accurate and reliable to the best of our knowledge and belief but is not guaranteed to be so. Nothing herein is to be construed as recommending any practice or any product in violation of any patent or in violation of any law or regulation. It is the user's responsibility to determine for him/herself the suitability of any material for a specific purpose and to adopt such safety precautions as may be necessary. We make no warranty as to the results to be obtained in using any material and, since conditions of use are not under our control, we must necessarily disclaim all liability with respect to the use of any material supplied by us.

